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TECH SPECS

2.8K
Series

All specifi cations subject to change without notice

Monitor temperatures to -85°C

When monitored temperatures dip below -20°F all other 

temperature sensors simply won’t suffi ce. The Ultra Low 

Temperature Sensor offers reliable temperature monitoring 

down to -85°C. It’s a perfect fi t for many applications where 

traditional temperature sensors have failed. Available with NIST 

Certifi cation. 

Name 2.8K Ultra Low Temperature Sensor

Sensor Temperature Range -121° to 176°F  |  -85° to 80°C  

Accuracy ± 1°F  |  ±.56°C 

Connection Hardwired

Dimensions 12’ of wire  |  3.5m

Sensor Series 2.8K Series

Notes Available with NIST Certifi cation

Product Name Part Number

2.8K Type Ultra Low Temperature Sensor .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . FGD-0101-TEF

2.8K Type Ultra Low Temperature Sensor w/NIST  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  FGD-0101-TEF-NIST

ULTRA LOW TEMPERATURE SENSOR


